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® FX: 63.64.65.36

Luminaire: 0.10.11.34

PF: Path Light

Learn more about FX Luminaire path lights. Visit: fxl.com/products

LED Path Lights

In shape, the LED PF is one of the most dynamic  

and efficient path lights we carry. Its petite size  

and unique design make it the perfect solution to  

accentuate delicate paths in a wide variety of  

landscapes.
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Number oF LeDs: 1

HaLogeN LumeN outPut equivaLeNt: 10 Watt

useFuL LeD  LiFe (L70): 50,000 hrs avg

iNPut voLtage: 10 to 15V

va totaL:  (use this number to size the transformer) 2.4

Watts useD: 2.0

LumeNs Per Watt (eFFicacy) 19.4

max LumeNs: 39

cct (ra) 86



ORDERING INFORMATION LED
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® FX: 63.64.65.36

Luminaire: 0.10.11.34

PF: Path Light
MetaLs

aB = Antique Bronze* 
(On Copper)

at = Antique Tumbled*
(On Copper)

CU = Copper

NP = Nickel Plate*

Powder Coat

wG = White Gloss

Fw = Flat White

aL = Almond

BZ = Bronze Metallic

dG = Desert Granite

wI = Weathered Iron

VF = Verde Speckle

sB = Sedona Brown

FB = Flat Black

 All PF path lights come 
 standard with amber, 
 green, blue and  
 frosted filters

PHotometrics:

Distance in units of mount height

20 fc      2.5 fc       0.2 fc               Mount height: 1	
10 fc      1 fc            0.1 fc                Total LLF: 1
5 fc      0.5 fc       50%  Max Candela
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 PF 1LED ISOFOOTCANDLE PLOT

Factory iNstaLLeD oPtioNs (toP assembLy):  Order 1 + 2

step Description             code

1 toP assembLy PFLEDTA

2 toP FiNisH AB*, AT*, CU, NP*, WG, FW, AL, BZ, DG, WI, VF, SB, FB

examPLe:  PFLeDta-Wi = PF top assembly - Weathered iron Finish

Factory iNstaLLeD oPtioNs (riser assembLy):  Order 1 + 2 (optional) + 3 + 4 + 55 

step Description             code

1 riser tyPe P

2 oPtioNaL ZD ZD (Refer to the Luxor page in the Lighting Control section)

3 LamP 1LED (50,000 avg. life hours)

4 riser HeigHt 8RA, 12RA, 18RA, 24RA, 36RA (in inches)

5 FiNisH AB*, AT*, CU, NP*, WG, FW, AL, BZ, DG, WI, VF, SB, FB

examPLe:  P-ZD-1LeD-18ra-Wi = riser type - ZD option - 1 LeD board - 18" riser - Weathered iron Finish

FieLD iNstaLLeD oPtioNs:  Order Individually   

mounting options

Long slot spike (250015840000) 2.5" x 10"  included 4

Super Slot Spike (753900) 2" x 10" 

SuperJ-Box (SJ-XX**) 2.5" x 12"

Post Mount (PM-XX**) 2.5" x 13"
Long  

slot spike
Super  

Slot Spike
Super  

J-Box XX**
Post Mount 

XX**

examPLe:  7539000 = super slot spike

Beam angle is calculated using LM-79 method for SSL Luminaires:  
"Beam angle is defined as two times the  vertical angle at which the intensity is 50% of the maximum."

The PF includes a 1LED board, 
and choice of riser size and 
finish, 5 ft. lead wire and Long 
Slot Spike.

* May require longer lead time 

** Denotes finish option

Note: Only the copper portions of 

the path lights are powder coated.  

The brass pieces remain natural.


