
The all NEW PAL Mini Aquatic Light incorporating the

Unique PAL Colour Touch Technology.

5/8” (16mm) DiameterCOMPACT ONLY

Cool White, Warm White & RGB VersionsAVAILABLE IN

The PAL MINI can also be used to harmonize all your outdoor living space
lighting including Pool Surrounds, Decks, Gardens, Water Features, and walls
while only using 1 watt of power on each light. 

The PAL Mini can provide a unique level of lighting on
steps, ledges, beach entries, swim outs and water
features that only this 5/8” (16mm) diameter light can provide.

AQUATIC LUMINAIRE
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The innovative PAL Mini provides a safe
12V low power LED light suitable
for a wide variety of applications.
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Phone:  800.874.7727 Fax:  800-234-7894 
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PAL MINI MOUNTING METHODS

WALL DECK

PAL MINI AQUATIC LED LIGHTING SYSTEM
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PUBLICATION  P41-11BU

NEW PAL MINI WHITE LED LIGHT

NEW PAL MINI RGB LED LIGHT

COOL WHITE LED LIGHT & 10 Feet (3m) LEAD 41-PCL20W03

WARM WHITE LED LIGHT & 10 Feet (3m) LEAD 41-PCL20WW03

COOL WHITE LED LIGHT & 33 Feet (10m) LEAD 41-PCL20W10

COOL WHITE LED LIGHT & 66 Feet (20m) LEAD 41-PCL20W20

PAL MINI WHITE LED LIGHT (IP68)

OPERATES FROM 12V A/C OR 12V D/C SUPPLY

PAL MINI (RGB) OPERATES FROM THE PCR-4 12V DC RGB DRIVER

RGB LED LIGHT & 10 Feet (3m) LEAD 41-PCL20M03

RGB LED LIGHT & 33 Feet (10m) LEAD 41-PCL20M10

RGB LED LIGHT & 66 Feet (20m) LEAD 41-PCL20M20

PAL MINI RGB LED LIGHT (IP68)

DESCRIPTION PAL CODE

Low Power
1.4 Watt

4 Wires

Low Power
1 Watt

PAL MINI ACCESSORIES

316 STAINLESS STEEL COVER RING 41-PCL20CS

NYLON NUT 41-PCL20NN

316 STAINLESS STEEL HOOD COVER 41-PCL20HS

316 STAINLESS STEEL DRIVEWAY HOOD COVER - 1 SLOT 41-PCL20DHS1

316 STAINLESS STEEL DRIVEWAY HOOD COVER - 2 SLOT 41-PCL20DHS2

316 STAINLESS STEEL DRIVEWAY HOOD COVER - 4 SLOT 41-PCL20DHS4

ADJUSTABLE BASE 41-PCL20B

GARDEN STAKE FOR ADJUSTABLE BASE 41-PCL20GS

ALUMINIUM BOLLARD KIT 41-PCL20BL

JB-3 2 WAY JUNCTION BOX FOR WHITE (GARDEN) IP65 41-JBG32

JB-3 4 WAY JUNCTION BOX FOR RGB (GARDEN) IP65 41-JBG34

Cover Ring

Lens

LIGHT (IP68) 4 Wires

Adjustable
Base

Garden
Stake

Stainless Steel
Cover Ring

Stainless Steel
Hood Cover

Aluminium
Bollard

um
d

12V
4 CORE
WIRE

PCR-4 DRIVER

TO NEXT
PAL MINI

RGB
LED LAMP

PAL MINI RGB
LED LAMP

2 way Junction Box 4 way Junction Box

WHITE COVER RING 41-PCL20CW

BLACK COVER RING 41-PCL20CB

3/4” CONDUIT ADAPTOR 41-WF1

56-330-5000

56-330-5006

56-330-5002

56-330-5004

56-330-5010

56-330-5012

56-330-5014

HORIZON

CODE

57-330-5008

57-330-5000

57-330-5010

57-330-5012

57-330-5014

57-330-5016

57-330-5020

57-330-5022

57-330-5018

57-330-5024

57-330-5026

57-330-5006

57-330-5004

57-330-5002

2 Wires

3/4” RIGID PVC CONDUIT FOR FIBERGLASS 3/4” RIGID PVC CONDUIT FOR CONCRETE

PAL MINI in Wall
using 5/8” Hole

PAL MINI
in Deck
using
5/8”
HoleM16 Thread

M16
Thread

M16 Nut

M16 Nut

4 SLOT 2 SLOT 1 SLOT
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CLASS 2 POWER SUPPLY FOR
��� 4 WIRE LED LIGHTS

SUPPLY VOLTAGE  = 100 - 240V  (47 - 63 Hz)

SUPPLY CURRENT (TYP.) = 0.7A/115VAC, 0.3A/240VAC

OUTPUT VOLTAGE = 12V D/C

OUTPUT POWER   = 50 WATTS

Tc :50  CSuitable for
Wet Locations

APPROVED TO IEC/AS/NZS 61347 NO. TUV15577EA & UL 8750
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E357127

1 9/16”

1”

3”

WF1 Wall
Fitting Lock Nut

PAL Mini

Fibreglass Pool Wall

3/4” Conduit
1/2”

Conduit

Back to
Termination

Point

3/4” to 1/2”
Adaptor

1 9/16”

1”

3”

WF1 Wall
Fitting

PAL Mini

Concrete Pool Wall

3/4” Conduit
1/2” Conduit

Back to
Termination

Point

3/4” to 1/2”
Adaptor


