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FX LUMINAIRE

1940 DIAMOND ST.

SAN DIEGO, CA 92078
TOLL FREE: 800-688-1269
www.fxl.com

LUMINAIRE

1/2" CONDUIT FROM
JUNCTION BOX MOUNTED
BEHIND THE WALL OR
STAIRS.

SET CAPSTONE OR STAIR TREAD
ON TOP OF THE BP.

SET BP ON TOP COURSE OF BRICK,
ROCK OR STAIR RISER.

SECURE BP IN MORTAR BETWEEN
STONES OR VIA SCREWS. SECTION/ELEVATION

CONNECT ELECTRICAL SUPPLY
IN JUNCTION BOX.

NOTES:

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

2. ALL DIMENSIONS ARE CONSIDERED TRUE AND REFLECT MANUFACTURER'S SPECIFICATIONS.

3. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info
REFERENCE NUMBER 1283-059.

WALL LIGHTS

BELLOPERIMETRO (BP) FIXTURE MOUNTED UNDER CAPSTONE
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