
Features:
• RGBW Color Changing

• Long Life LED

• Diffuser Lens

• Uses up to 90% Less Energy 

than Incandescent

• Compatible with Most 

Incandescent Pool/Spa Fixtures

Halco's ProLED® Color Changing LED Pool/Spa Lamps feature multiple colors and light shows to turn 

your pool/spa into a backyard oasis. The optical diffuser lens makes color throughout the water appear 

rich and vibrant. The Halco ProLED® Pool/Spa Lamp installs quickly and easily providing immediate 

energy cost savings over incandescent lights. It operates effectively with most popular automation 

systems such as Pentair® and Jandy® as well as the lights can be controlled with a simple on/off switch.

Color Changing

LED POOL/SPA LAMP

Galaxy (7)

Tranquil (1) Strobe (2) Deep Space (3)

Sunset (6)Stars and Stripes (5)Emerald Seas (4)

Seven Light Shows

Five Solid Colors

Blue (8) Green (9) Red (10)

White (11) Pink (12)



Color Changing Instructions 
(when controlled with a light switch) 

Part Number Description Fixture Compatibility

LLCWP-120 LED REPLACEMENT POOL LAMP RGBW 120V 20W Hayward® Astrolite™ SP058 Series;

Jacuzzi® Full Moon™; Jandy® Pro Series White

Pentair Amerlite™ 784 Series; Sta-Rite SwimQuip™LLCWP-12 LED REPLACEMENT POOL LAMP RGBW 12V 20W

LLCWS-120 LED REPLACEMENT SPA LAMP RGBW 120V 4W Hayward® Astrolite™ SP059 Series; 

Pentair SpaBrite™ Series;  

Jandy® Pro Series WhiteLLCWS-12 LED REPLACEMENT SPA LAMP RGBW 12V 4W

Ordering Information

Halco Lighting Technologies | Halco ProLED® Pool Customer Service: 1.800.374.1927

Color Changing

LED POOL/SPA LAMP

Power Cycle:  

switch off/on. 

Change Light Show/Solid Color:
Power cycle the corresponding number of 

times shown next to the light show/solid colors. 

Color Lock (Lock on color while in light show:

Power cycle thirteen (13) times. 

Return (Return to last saved Color Lock):

Power cycle fourteen (14) times.

Reset/Synchronize:
Power cycle the corresponding number of 

times shown next to the light show/solid colors.

illumination. This is a normal function.

Pool Lamp Spa Lamp

Model # LLCWP LLCWS

Voltage 120VAC or 12VAC

Wattage 20W 4W

LED Color RGBW

Fixture Replacement

Lens Gasket
Purchase Separately

Front Diameter 5.25” 3.07”

Depth* 5.35” 2.41”

Recommended pool water temperature 33°F to 97°F (1°C to 36°C).

Humidity 0-95% non-condensing.  

*Measured from lens to beginning of Edison Base 


