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WARRANTY SUBMERSIBLE PUMP UNIVERSAL INSTRUCTION MANUAL

SAFETY GUIDELINES WARNING

Your submersible pump is guaranteed to be in perfect condition when it leaves our factory. It is 
warranted against defective materials and workmanship for a period of 12 months from the date of 
purchase from owner.

If any pump should fail for either of above two reasons and is still within the warranty period, it  will be 
repaired or replaced at the option of manufacturer as the sole remedy of the buyer.

All defective product returned under warranty will be fully inspected to determine the cause of failure 
before warranty is approved.  Defective product can be returned to an AUTHORIZED SERVICE CENTER 
with a brief explanation of the problem. If there is no apparent signs of customer abuse the unit may 
be repaired, replaced or returned to the factory for warranty inspection. Any and all freight charges 
incurred in returning the unit to the factory will be the sole responsibility of the purchaser.

DISCLAIMER: THE FOREGOING WARRANTY IS AN EXCLUSIVE WARRANTY IN LIEU ANY 
OTHER EXPRESS WARRANTIES. ANY IMPLIED WARRANTIES (INCLUDING 
BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF MERCHANTABILITY 
OR FITNESS FOR A PARTICULAR PURPOSE) TO THE EXTENT EITHER 
IMPLIES TO A PUMP SHALL BE LIMITED IN DURATION TO THE PERIODS OF 
THE EXPRESS WARRANTIES GIVEN ABOVE.

Congratulations on your purchase of a submersible pump. Your pump has been manufactured to the highest 
standards of workmanship and materials. It has been engineered to give you many years of exceptional perfor-
mance. This instruction manual is designed to cover all models of pumps and not all features applicable to all 
pumps.

Your pump has been carefully package inspected and factory tested to insure safe operation and that the 
pump performs as well for you as it did in the factory. Your pump housing is constructed of durable polymer 
material. The housing provides protective shield for the motor. UNDER NO CIRCUMSTANCES SHOULD YOU 
OPEN THE CASE AND EXPOSE THE MOTOR. IF THE CASE IS OPENED, THEN THE WARRANTY EXPRESSED IN 
THIS MANUAL WILL BE VOID.

Read all instructions carefully before attempting to install, operate or service the pump. Know the pump 
application, limitations and potential hazards, protect yourself and others by observing all safety information. 
Failure to comply with instructions could result in personal injury and / or property damage! Retain this manual 
for future reference.

1. Make sure that the pump is disconnected from the power source before attempting to service or remove 
any component.

2. Do not use to pump flammable liquids or explosive fluids such as gasoline, fuel oil, kerosene, etc. Do not 
use in explosive atmospheres. Pump should ONLY be used with liquids compatible with pump component 
materials.

3. Do not handle pump with wet hands or when standing on a wet or damp surface or in water.

4. Your pumps is supplied with a grounding conductor and/or grounding-type attachment plug. To reduce the 
risk of electric shock, be certain that it is connected to a properly grounded grounding-type receptacle.

5. In any installation where property damage and/or personal injury might result from an
inoperative or leaking pump due to power outages, discharge line blockage, or any other reason, a backup 
system(s) and /or alarm should be used.

6. Support your pump and piping when assembling and when installed.
Failure to do so may cause pipe to break, pump to fail, motor bearing failures, etc.


