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NSF LISTED 316L

STAINLESS STEEL

PERFORATED

SUCTION GRILL

16" [40.6 cm]
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BONDING WIRE
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DECKMOUNT BRACKET
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REMOVABLE FASTLANE PRO LID

HANGER BRACKET

DECKMOUNT

HANGING BRACKET

POOL DECK/COPING

POOL WALL

DECK/COPING EDGE

GRAB BAR

PROPULSION BASE

POOL DECK/COPING

HOSE CLIP

BOTTOM TRAY

REMOTE POWER UNIT IN

SHELTERED LOCATION;

5hp 220V 30A GFCI

[32A RCD PROTECTED]

SERVICE REQUIRED

HYDRAULIC HOSES TO

REMOTE POWER UNIT

JUNCTION BOX

(REQUIRED WHEN HOSES

EXCEED 25 FT IN LENGTH)

HAT CHANNEL

HAT CHANNEL

16 1/4" [41 cm]

DECKMOUNT BRACKET

HOSE COVER

1
 
1

/
4

"
 
[
3

 
c
m

]

PROPULSION

HOUSING

2 1/4" [6 cm]

1 1/2" [4 cm]

MAX SUGGESTED COPING

OVERHANG

FRONT VIEW SIDE VIEW

TOP VIEW

POOL DECK/COPING

POOL WALL

HYDRAULIC HOSES TO

REMOTE POWER UNIT

REMOVABLE

FASTLANE PRO LID

WATERLINE

SECTION A-A

A A

HANGER BRACKET

NOTE:

POOLS UTILIZING SALT CHLORINE

GENERATORS CAN POSE A SIGNIFICANT

HAZARD TO POOL EQUIPMENT, INCLUDING A

FASTLANE PRO. PROPER BONDING AND WATER

CHEMISTRY CONTROL BECOME CRITICAL. USE

OF SACRIFICIAL ANODE IS RECOMMENDED.

DETAIL B

DECKMOUNT BRACKET

HOSE COVER

HAT CHANNEL

DECKMOUNT BRACKET

BOTTOM TRAY/PLATE

FASTLANE PRO

HOSE CLIP

SEE DETAILS A & B

DETAIL A

EP-15.1.0

FASTLANE DETAILS

REV:                 2019/12/12

DECK MOUNT FASTLANE PRO

ANCHORED TO POOL DECK

HYDRAULIC LINES ACROSS POOL DECK

1601 Dutton Mill Road, Aston PA 19014

www.endlesspools.com

swim@endlesspools.com  800-732-8660
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