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The ReflectoreStellato® is a rugged 
micro luminaire that provides the 
power and control of the halo-
gen MR-16 lamp family. This pat-
ent pending, precision lighting  
instrument is a fine example of 
engineering for simplicity and  
reliability. Through the use of an  
O-ring hydraulic compression cap 
seal, the potentially troublesome 
threads and screws found in other 
spotlights are eliminated. 

The ReflectoreStellato® is con-
structed without compromise using 
aerospace grade alloys and silicone 
seals. Because of its high efficiency, 
beam control, color rendition and  
availability, the MR-16 lamp family 
was chosen to power this luminaire. 

With this broad range of illuminating 
possibilities the lighting designer 
can find an FX solution to most 
exterior lighting tasks. 

Note: This fixture is designed for 
uplighting only.

M U l t i p l e  l i g h t i n g 
p o s s i b i l i t i e s
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Rs comes standard with a 20 watt mR-16 Halogen lamp, clear or frosted lens (specify f after wattage, ex: Rs-20-f-BZ.), super slot spike®, and any finish.

ORDERING SAMPLE:

+ + = Rs-20-BZ

= HB

= cDs

SEctIONS: DEScRIPtION: whAt tO ORDER:

StANDARD PARtS:

clear Lens

ReflectoReStellato® – ORDERING INFORMAtION

Frosted Lens
(specify f)

+2 3+1

StANDARD OPtIONS:

1 + 2 + 3 ORDERED tOGEthER ON SAME LINE

or

halogen MR-16 

StANDARD LAMP cONFIGURAtIONS:

choose from any watt Halogen (H). 

 FIXtURE/cODE          wAttAGE/cODE AVG. LIFE hOUR

Super Slot 
Spike®

NON-StANDARD OPtIONS:

A, B AND c MUSt BE ORDERED ON SEPARAtE LINE!

spread lens

solite lens

Peach lens

Blue lens

Green lens

Red lens

comes pre-assembled with a clear lens. all others will arrive in separate box.

       cODE                 DEScRIPtION

ADDItIONAL LENS OPtIONS:

B S

SO

cF-1

cF-2

cF-3

cF-4

       cODE                 DEScRIPtION

 
HexBaffle®

Does not come pre-assembled with glare control, they will arrive in separate box.

ADDItIONAL GLARE cONtROL OPtIONS:

A hB

                                       cODE           DEScRIPtION        SIzE

comes pre-assembled with super slot spike®.

all other mounting options will arrive in separate box.

ADDItIONAL MOUNtING OPtIONS: 

FINISh OPtIONS:

Bronze metallic  

Desert Granite

Black Wrinkle

Verde speckle

sedona Brown

White Wrinkle

Weathered iron

Bz 

DG

BF

VF

SB

wF

wI

3
allow extra time for the following finish options:

RS 2 hALOGEN (h) LAMP OPtIONS:

20h

20V-h

35h

35V-h

20 watt Halogen, wide, 
36° beam, avg. life 5000 hours;  
now available in 10000 hours (new)

20 watt Halogen, very narrow, 
10° beam, avg. life 4000 hours

35 watt Halogen, wide,  
36° beam, avg. life 5000 hours;  
now available in 10000 hours (new)

35 watt Halogen, very narrow,  
10° beam, avg. life 5000 hours

LAMP NOtE:

some lamps are by special order. Please check with our factory for availability.

cDS

SJ

PM

capannaDinoce®

superJ-box®

Postmount®

2.00" x 10.00"

2.50" x 12.00"

2.50" x 13.00

c

and/or cBA ,


