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F X   L u m i n a i r e®

DR-10, DR-15, DR-20

DR-20-12RDR-20-2T-12R

The FX Luminaire® DellaRibalta® is 
our most popular pathlite. The 
oversized top keeps light directed 
downward for controlled pathway 
and color plant illumination without 
objectionable glare. 

The DR-20 is constructed from  
die-cast aluminum alloy which 
receives a military-grade finish and 
polyester powdercoat for maximum 
durability. The riser is milled from 
solid T-6 6061 Aluminum Alloy for 
corrosion resistance and strength.

The DellaRibalta® is an excellent 
choice for a wide variety of task  
lighting applications, including  
pathways, motorcourt borders, 
pool and deck areas or color 
accent planters. Avoid using in 
open turf areas.

The DellaRibalta® incorporates a 
halogen lamp assembly for high 
output and long life which reduces 
operating and maintenance costs.

C l a s s i C  s t y l i n g ,
R u g g e d  C o n s t R u C t i o n

D e L L a r i b a L t a ®    |   F X  L u m i n a i r e ®
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R u g g e d  a n d  t i m e l e s s

Specify the DR-20-12R for most residential  
applications. For commercial sites the higher 
output DR-35-12R is a great choice. The DR 
can stand up to punishment and is compo-
nent-based for easy repair, making it perfect 
for high-impact environments.
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 Distance Dr-10 Dr-20
 2' 1.1 2.3
 4' .27 .61
 6' .10 .14
 8' .04 .06
 10' .01 .03
 12'  .01
 14'  
 
For conversion to lumens: multiply footcandles  
x 10. See FX glossary for a full description of fc 
and lumens.

Footcandle Power (12r riser)

PhoToMETRIcs:

the Dr comes standard with a 20 watt Xenon G4 lamp, CapannaDinoce® (CDS), 3 tiers, 12 inch riser,  and your choice of finish options.

sTANDARD PARTs:

DellaRibalta® – oRDERINg INFoRMATIoN

A

oRDERINg sAMPLE:

capannaDiNoce®

NoN-sTANDARD oPTIoNs:

MUsT bE oRDERED oN sEPARATE LINE!

3 Tiers

Comes pre-assembled with CapannaDinoce®.

all other mounting options will arrive in separate box.

ADDITIoNAL MoUNTINg oPTIoNs: 

sJ

PM

SuperJ-boX®

Postmount®

2.50" x 12.00"

2.50" x 13.00"

  coDE          DEscRIPTIoN        sIzE

A

2 tiers2T3

oThER TIER oPTIoN:

sTANDARD TIER oPTIoN:

must be specified if you need the following tier option:

3 tiers

sTANDARD oPTIoNs:

1 + 2 + 3 + 4 + 5 oRDERED TogEThER oN sAME LINE

8" riser

12" riser

18" riser

8R

12R

18R

4

sTANDARD RIsER oPTIoNs:

Your choice of one riser option will come pre-assembled.
riser Specs: aluminum 0.5" Diameter

   TIER coDE        DEscRIPTIoN 

Comes Standard with 3 tiers.

      coDE                  DEscRIPTIoN

FINIsh oPTIoNs:

Choose from the following options.  all have regular lead times.

bronze metallic  

Desert Granite

black Wrinkle

Verde Speckle

Sedona brown

White Wrinkle

Weathered iron
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 FIXTURE/coDE                   WATTAgE/coDE      AVg. LIFE hoUR

AVAILAbLE LAMP coNFIgURATIoNs:

Your choice of one lamp will come pre-installed.
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3T3

Xenon g4

Postmount®

+ = Dr-20-12r-DG
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sEcTIoNs: DEscRIPTIoN: WhAT To oRDER:
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XENoN LAMP oPTIoNs:

10h

20h

hALogEN (h) LAMP oPTIoNs:

2000

2000

Spacing for minimum footcandle illumination on level ground.
Note: 1fc for commercial projects
      .3fc for residential projects

DR-10  6' for 1fc,  9' for .3fc
DR-20  8' for 1fc, 12' for .3fc
DR-35  10' for 1fc, 15' for .3fc


