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Head Loss — “L” flow (90 degees) 
4715 3-Port NeverLube Valve

1½" Sched 40 PVC pipe
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Dimensions:

  4715: 1½"– 2" 3-Port NeverLube® Valve (1½" 90° Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:	 ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:	 CPVC Plastic	 Ozone Resistant
Valve Body:	 CPVC Plastic
Valve Diverter: 	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer
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Head Loss — “T” flow  
4715 3-Port NeverLube Valve

1½" Sched 40 PVC pipe
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Dimensions: Dimensions:

  4715: 1½"–2" 3-Port NeverLube® Valve (1½" “T” Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:	 ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:	 CPVC Plastic	 Ozone Resistant
Valve Body:	 CPVC Plastic
Valve Diverter:	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

  4715: 1½"–2" 3-Port NeverLube® Valve (2" 90° Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	CPVC Plastic	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:          	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss — “L” flow (90 degees) 
4715 3-Port NeverLube Valve

2" Sched 40 PVC pipe
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Head Loss — “T” flow  
4715 3-Port NeverLube Valve

2" Sched 40 PVC pipe
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Dimensions: Dimensions:

  4715: 1½"–2" 3-Port NeverLube® Valve (2" “T” Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	CPVC Plastic	 Ozone Resistant
Valve Body:                	CPVC Plastic
Valve Diverter:           	PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

  4716: 2"–2 ½" 2-Port NeverLube® Valve (2" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   	Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	 ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	 CPVC Plastic	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss 
4716 2-Port NeverLube Valve

2" Sched 40 PVC pipe
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  4716: 2"–2½" 2-Port NeverLube® Valve (2½" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	CPVC Plastic	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss 
4716 2-Port NeverLube Valve

2½" Sched 40 PVC pipe
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Dimensions: Dimensions:

  4717: 2"–2½" 3-Port NeverLube® Valve (2" 90° Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	CPVC Plastic	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss — “L” flow (90 degees) 
4717 3-Port NeverLube Valve

2" Sched 40 PVC pipe
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  4717: 2"–2 ½" 3-Port NeverLube® Valve (2" “T” Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	CPVC Plastic	 Ozone Resistant
Valve Body:                	CPVC Plastic
Valve Diverter:           	PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss — “T” flow  
4717 3-Port NeverLube Valve

2" Sched 40 PVC pipe
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Dimensions: Dimensions:

  4717: 2"–2½" 3-Port NeverLube® Valve (2½" 90° Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:	 ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:	 CPVC Plastic	 Ozone Resistant
Valve Body:	 CPVC Plastic
Valve Diverter:	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss — “L” flow (90 degees) 
4717 3-Port NeverLube Valve

2½" Sched 40 PVC pipe
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  4717: 2"–2 ½" 3-Port NeverLube® Valve (2½" “T” Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:              	 CPVC Plastic	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:          	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss — “T” flow 
4717 3-Port NeverLube Valve

2½" Sched  40 PVC pipe
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Dimensions: Dimensions:

  4718: 2½"–3" 2-Port Large NeverLube® Valve (2½" Flow)
 
Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	 ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 EPDM
Small O-ring:	 Silicone Lubricated Elastomer 

Head Loss 
4718 2-Port NeverLube Valve

2-1/2" Sched 40 PVC pipe
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  4718: 2½"–3" 2-Port Large NeverLube® Valve (3" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:  Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:            	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Valve Body:                	CPVC Plastic
Valve Diverter:          	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 EPDM
Small O-ring:	 Silicone Lubricated Elastomer

Dimensions: Dimensions:

Head Loss 
4718 2-Port NeverLube Valve

3" Sched 40 PVC pipe
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  4719: 2½"–3" 3-Port Large NeverLube® Valve (3" “T” Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   	Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 EPDM
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss — “T” flow 
4719 3-Port NeverLube Valve

3" Sched 40 PVC pipe
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  4719: 2½"–3" 3-Port Large NeverLube® Valve (3" 90° Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   	Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	 ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	 ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Valve Body:                	 CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 EPDM
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss — "L" flow (90 degree) 
4719 3-Port NeverLube Valve

3" Sched 40 PVC pipe
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Dimensions: Dimensions:

  4724: 1½"–2" 2-Port NeverLube® Valve (1½" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	CPVC Plastic	 Ozone Resistant
Valve Body:               	 CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

Head Loss 
4724 2-Port NeverLube Valve

1½" Sched 40 PVC pipe
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  4724: 1½" –2" 2-Port NeverLube® Valve (2" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:   Stainless Steel	 Max. Working Pressure: 50 psi
Valve Knob:                	ABS Plastic w/ UVI	 Chlorine Resistant
Valve Handle:             	ABS Plastic w/ UVI	 Acid Resistant
Valve Cover:               	CPVC Plastic	 Ozone Resistant
Valve Body:                	CPVC Plastic
Valve Diverter:           	 PPE/PS Plastic, Glass Reinforced
Diverter Seal:	 NeverLube Seal Material
Large O-ring:	 Silicone Lubricated Elastomer
Small O-ring:	 Silicone Lubricated Elastomer

  7235: 1½"–2" 180° NeverLube® Check Valve (1½" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws: Stainless Steel	 Max. Working Pressure: 50 psi
Valve Cover:              	High Temp UV Resistant Polycarbonate	 Chlorine Resistant
Valve Body:                CPVC Plastic	 Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

Head Loss 
4724 2-Port NeverLube Valve

2" Sched 40 PVC pipe

0

1

2

3

4

5

6

7

8

9

10

11

0 10 20 30 40 50 60 70 80 90 100 110 120 130

Flow Rate (gpm)

D
es

ig
n 

H
ea

d 
Lo

ss
 

(ft
 h

ea
d)

0.0

1.0

2.0

3.0

4.0

5.0

D
es

ig
n 

Pr
es

su
re

 D
ro

p 
(p

si
)

Dimensions: Dimensions:

Head Loss 
7235 180 degree check valve

1½" Sched 40 PVC pipe
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  7235: 1½"–2" 180° NeverLube® Check Valve (2" Flow)

Materials Used:		  	Technical Specifications:

Valve Cover Screws: Stainless Steel		 Max. Working Pressure: 50 psi	
Valve Cover:               	High Temp UV Resistant Polycarbonate	 Chlorine Resistant
Valve Body:                	CPVC Plastic	 	Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 	Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

  7305: 2"–2½" 180° NeverLube® Check Valve (2" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:  	Stainless Steel	 Max. Working Pressure: 50 psi
Valve Cover:               	High Temp UV Resistant Polycarbonate	 Chlorine Resistant	
Valve Body:                	CPVC Plastic	 Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

Dimensions: Dimensions:

Head Loss 
7235 180 degree check valve

2" Sched 40 PVC pipe
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Head Loss 
7305 180 degree check valve

2" Sched 40 PVC pipe
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  7305: 2"–2½" 180° NeverLube® Check Valve (2½" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi	
Valve Cover:               High Temp UV Resistant Polycarbonate	 Chlorine Resistant
Valve Body:                CPVC Plastic	 Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

  7307: 2½"–3" 180° NeverLube® Large Check Valve (2½" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi	
Valve Cover:              	 High Temp UV Resistant Polycarbonate	 Chlorine Resistant
Valve Body:                	CPVC Plastic	 Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

Head Loss 
7305 180 degree check valve

2½" Sched 40 PVC pipe
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Dimensions: Dimensions:

Head Loss 
7307 180 degree check valve

2½" Sched 40 PVC pipe
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  7307: 2½"–3" 180° NeverLube® Large Check Valve (3" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	Stainless Steel	 Max. Working Pressure: 50 psi
Valve Cover:	 High Temp UV Resistant Polycarbonate	Chlorine Resistant
Valve Body:	 CPVC Plastic	 Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

  7511: 1½"–2" 90° NeverLube® Check Valve (1½" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:  Stainless Steel	 Max. Working Pressure: 50 psi
Valve Cover:               	High Temp UV Resistant Polycarbonate	Chlorine Resistant	
Valve Body:                	CPVC Plastic		
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

Dimensions: Dimensions:

Head Loss 
7307 180 degree check valve

3" Sched 40 PVC pipe
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Head Loss 
7511 90 degree check valve

1½" Sched 40 PVC pipe
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  7511: 1½"–2" 90° NeverLube® Check Valve (2" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi 
Valve Cover:               	High Temp UV Resistant Polycarbonate	Chlorine Resistant
Valve Body:                	CPVC Plastic	 Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

  7512: 2"–2½" 90° NeverLube® Check Valve (2" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi	
Valve Cover:	 High Temp UV Resistant Polycarbonate	Chlorine Resistant
Valve Body:	 CPVC Plastic	 Acid Resistant
Check:	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

Dimensions: Dimensions:

Head Loss 
7511 90 degree check valve

2" Sched 40 PVC pipe
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Head Loss 
7512 90 degree check valve

2" Sched 40 PVC pipe
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  7512: 2"–2½" 90° NeverLube® Check Valve (2½" Flow)

Materials Used:		  Technical Specifications:

Valve Cover Screws:	 Stainless Steel	 Max. Working Pressure: 50 psi	  
Valve Cover: 	 High Temp UV Resistant Polycarbonate	Chlorine Resistant
Valve Body:	 CPVC Plastic	 Acid Resistant
Check:        	 PPE/PS Plastic, Glass Reinforced	 Ozone Resistant
Check Seal:	 100% Silicone Rubber
Large O-ring:	 Silicone Lubricated Elastomer
Pin & Spring:	 Stainless Steel

Dimensions:

Head Loss 
7512 90 degree check valve

2½" Sched 40 PVC pipe
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